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Hose Specification - 72z:/SAFE AF45

Hose Type: Low Smoke & Fume Vamac Hose

Liner: AEM** rubber, colour black

Reinforcement: High tensile two synthetic textile braids

Cover: AEM** rubber, colour black — pin pricked

Operating Temperature: -38°C to +150°C

(Continuous operating in excess of the specified temperature range will shorten the life of the hose)

Materials & Construction:  In accordance with EN854 uniess otherwise specified

Suitable for use with: Hydrocarbon lubricants, hydraulic fluids and
wide range temperature resistance

Typical Application: Railway Brake Hose

Related Specifications: EN45545: 2013, NF F 16-101, BS6853: 1999

** AEM rubber: Ethylene Acrylic Elastomer [Vamac]

Argus B%m o min. B:::'l.ﬂ max. | min. Ou::: g max. :v'::::g P::;s:m q:anddl:"'? g
Part No. inch | mm | mm | mm | mm | mm | mm | mm bar bar mm | Kg/m.
Railsafe AF45-04 | 1/4" 6 118 | 124 | 13.0 | 148 | 15.7 | 16.4 15 60 60 0.245
Railsafe AF45-05 | 5/16" 8 134 | 140 | 146 | 166 | 17.4 | 18.2 15 60 80 0.285
Railsafe AF45.06 | 3/8" | 10 [15.0 | 156 | 162 | 180 | 188 | 196 | 15 60 | 100 |0325
R;ilsafe AF45-08 | 1/2" 12 182 | 188 | 194 | 21.2 | 220 | 22.8 15 60 130 0.410
Railsafe AF45-12 | 3/4" 19 | 249 | 257 | 265|280 | 288|296 15 60 190 0.570
Railsafe AF45-16 : [od : 25 329|335 341|373 |381| 389 15 60 255 0.930

Branding detail see above - No more than 400mm between the branding repeat, continuous red stripe between text
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