
DIN C9     <tab>met_tube_ABW DN Zoll size mm METRIC TUB A B W
1C973-20-12 19 3/4 -12 19.1 M30x2 20 81 33 36
1C973-25-12 19 3/4 -12 19.1 M36x2 25 79 31 46
1C973-25-16 25 1 -16 25.4 M36x2 25 87 36 46
1C973-30-16 25 1 -16 25.4 M42x2 30 87 36 50
1C973-30-20 31 1 1/4 -20 31.8 M42x2 30 106 42 50
1C973-38-20 31 1 1/4 -20 31.8 M52x2 38 101 37 60
1C973-38-24 38 1 1/2 -24 38.1 M52x2 38 105 42 60

DIN 0C     <tab>met_tube_ABEW DN Zoll size mm METRIC TUB A B E W
10C73-20-12 19 3/4 -12 19.1 M30x2 20 113 65 30 36
10C73-25-12 19 3/4 -12 19.1 M36x2 25 112 64 29 46
10C73-30-16 25 1 -16 25.4 M42x2 30 131 81 34 50
10C73-38-20 31 1 1/4 -20 31.8 M52x2 38 161 97 37 60

Part	Number

Tube

Hose I.D. Thread O.D. A B W

DN Inch Size mm metric mm mm mm mm

Part	Number

Tube

Hose I.D. Thread O.D. A B E W

DN Inch Size mm metric mm mm mm mm mm

C9 Female Metric 24° – Swivel
Heavy Series with O-Ring
Straight
ISO 12151-2-SWS-S – DKOS 

0C Female Metric 24° – Swivel
Heavy Series with O–Ring
45° Elbow
ISO 12151-2 – SWE 45°-S – DKOS 45°

Fittings with standard O-ring seals can be used for temperatures from -40 °C up to +105 °C.
O-rings see section Eb. Special O-rings are available on request.

Fittings with standard O-ring seals can be used for temperatures from -40 °C up to +105 °C.
O-rings see section Eb. Special O-rings are available on request.

Parkrimp No-Skive Fittings
73 Series

High Pressure
DIN – Metric

Catalogue 4400/UKDd-1

Approved fitting series for hose types:
	 731 73
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