High Pressure Parkrimp No-Skive Fittings
DIN — Metric 73 Series

1C Female Metric 24° - Swivel
Heavy Series with 0-Ring

90° Elbow — Ol
IS0 12151-2-SWE-S - DKOS 90° B - H“"\

i U
Part Number :
Hose I.D. Thread .D. E
metric mm
60
59

11C73-20-12 | 19 | 34 | 12 | 191 | M3ox2 | 20 | 101 | 53 | | 36
11C73-25-12 | 19 | 34 | 12 | 191 | Msex2 | 25 | 101 | 53 | | 46
11C73-25-16 | 25 | 1 | 16 | 254 | M3X2 | 25 | 117 | 67 | 69 | 46
11C73-30-16 | 25 | 1 | 16 | 254 | M4x2 | 30 | 12 | T | 73 | 80
11C73-30-20 | 31 | 114 | 20 | 318 | M4x2 | 3 | 137 | 78 | 73 | 50
11C73-38-20 | 31 | 114 | 20 | 318 Ms2x2 | 88 | 151 | 87 | 78 | 60

Fittings with standard O-ring seals can be used for temperatures from -40 °C up to +105 °C.
O-rings see section Eb. Special O-rings are available on request.

D2 Male Metric 24° - Rigid y
Heavy Series - Straight i,
ISO 12151-2-5-5 - CES ' ”Hm

Part Number
Hose I.D. Thread
| Size | metric mm
1D273-20-12 | 19 | 34 | 12 | 191 | M30x2 | 20 \ 84 \ 35 \ 30
1D273-25-12 | 19 | 84 | 12 | 191 | M36x2 | 25 \ 86 \ 38 \ 36
1D273-30-16 | 25 | 1 | 16 | 254 | M4x2 | 30 \ 94 \ 42 \ 46
1D273-38-20 | 81 | 114 | 20 | 318 | M52x2 | 38 \ 112 \ 46 \ 55

Approved fitting series for hose types:
73 731

Dd-2 Catalogue 4400/UK






